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Fluorescent
Halogen

LED
ARF 68-LED 2 / ARF 78-LED 2

18° 35°

no minimum
clearance 

68/78 mm

only 
ARF 68-LED Spot 

Article No. Description Illustration Features Approx. weight

610 011 302 04 ARF 68-LED Spot 3x1W  ww  chrome • for the 68 cut-out
• light colour ww (warm white)
• supply cable 1.8m with LED 350 plug
• Spot with beam angle from 18°

 90 g

610 011 302 06 ARF 68-LED Spot 3x1W  ww  matt chrome  90 g

610 011 302 08 ARF 68-LED Spot 3x1W  ww  stainless steel  90 g

610 011 301 04 ARF 68-LED Spot 3x1W  cw  chrome • for the 68 cut-out
• light colour cw (cool white)
• supply cable 1.8m with LED 350 plug
• Spot with beam angle from 18°

 90 g

610 011 301 06 ARF 68-LED Spot 3x1W  cw  matt chrome  90 g

610 011 301 08 ARF 68-LED Spot 3x1W  cw  stainless steel  90 g

610 011 202 04 ARF 68-LED 2 3x1W  ww  chrome • for the 68 cut-out
• light colour ww (warm white)
• supply cable 1.8m with LED 350 plug

 90 g

610 011 202 06 ARF 68-LED 2 3x1W  ww  matt chrome  90 g

610 011 202 08 ARF 68-LED 2 3x1W  ww  stainless steel  90 g

610 011 201 04 ARF 68-LED 2 3x1W   cw  chrome • for the 68 cut-out
• light colour cw (cool white)
• supply cable 1.8m with LED 350 plug

 90 g

610 011 201 06 ARF 68-LED 2 3x1W   cw  matt chrome  90 g

610 011 201 08 ARF 68-LED 2 3x1W   cw  stainless steel  90 g

610 005 902 04 ARF 78-LED 2 3x1W  ww  chrome • for the 78 cut-out
• light colour ww (warm white)
• supply cable 1.8m with LED 350 plug

 95 g

610 005 902 06 ARF 78-LED 2 3x1W  ww  matt chrome  95 g

610 005 902 08 ARF 78-LED 2 3x1W  ww  stainless steel  95 g

610 005 901 04 ARF 78-LED 2 3x1W   cw  chrome • for the 78 cut-out
• light colour cw (cool white)
• supply cable 1.8m with LED 350 plug

 95 g

610 005 901 06 ARF 78-LED 2 3x1W   cw  matt chrome  95 g

610 005 901 08 ARF 78-LED 2 3x1W   cw  stainless steel  95 g

205 020 108 02 Spacer ring (K105)  chrome • for ARF 68-LED 2
• reduces the recess depth to 12mm

 4 g

205 020 108 12 Spacer ring (K105)  matt chrome  4 g

205 020 108 08 Spacer ring (K105)  stainless steel  4 g

205 020 108 64 Spacer ring (K129)  chrome • for ARF 78-LED 2
• reduces the recess depth to 13mm

 5 g

205 020 108 66 Spacer ring (K129)  matt chrome  5 g

205 020 108 68 Spacer ring (K129)  stainless steel  5 g

515 000 370 04 Mounting ring (K106)  chrome • for ARF 68-LED 2
• incl. fastening screws

 14 g

515 000 370 06 Mounting ring (K106)  matt chrome  14 g

515 000 370 08 Mounting ring (K106)  stainless steel  14 g

615 000 301 01 Mounting spring ARF 68/78/Q LED
• for mounting in lightweight design 
    ceilings  24 g

222 010 102 12 Tungsten carbide hole saw D=78mm • incl.10mm adapter/for wood up to 30mm  470 g

215 250 610 01 LED 350 connecting cable 1m  12 g

215 250 620 01 LED 350 connecting cable 2m  20 g

615 003 009 01
Transformer LED 350/9W
3-way distributor with ferrules

• for 1-3 ARF-LED 2 
 (further information on page 128) 155 g

615 003 009 03
Transformer LED 350/9W 
3-way distributor with Euro plug

175 g

615 003 009 23
Transformer LED 350/2x9W 
2x3-way distributor with Euro plug

• for 2-6 ARF-LED 2
    (further information on page 129) 220 g
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ARF-Q LED

Application:  „cool light” to illuminate delicate products

Connection:  LED-transformer DC 350mA 

Lamp: extremely long-life 4 x 1W power-LED, ø life 50,000 hours

Energy efficiency:  good - very good, ww: 60lm/W; cw: 80lm/W

Colour rendering:  ww: good, Ra = 85; cw: satisfactory, Ra = 70

Special features:  contemporary square shape; low power consumption; no UV rays; versatile accessories with spacer  

 ring for an installation depth of only 12 mm and mounting ring for mounting with no cavity.

Square recessed LED luminaire for the 78 cut-out

1)

1) Version on request
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ARF-Q LED

40°

Article No. Description Illustration Features Approx. weight

610 011 002 04 ARF-Q  LED 4x1W  ww chrome • colour appearance ww (warm white)
• supply cable 1,8m with LED 350 plug
• incl. tempered glass cover

 95 g

610 011 002 06 ARF-Q  LED 4x1W  ww matt chrome  95 g

610 011 002 08 ARF-Q  LED 4x1W  ww stainless steel  95 g

610 011 001 04 ARF-Q  LED 4x1W  cw chrome • colour appearance cw (cool white)
• supply cable 1,8m with LED 350 plug
• incl. tempered glass cover

 95 g

610 011 001 06 ARF-Q  LED 4x1W  cw matt chrome  95 g

610 011 001 08 ARF-Q  LED 4x1W  cw stainless steel  95 g

610 502 922 18 set of 2 ARF-Q LED 4x1W ww  
stainless steel  

• incl. transformer LED 350/9W
• colour appearance ww (warm white)
• supply cable 1,8m with LED 350 plug

 365 g

610 502 942 08 set of 4 ARF-Q LED 4x1W ww
stainless steel  

• incl. transformer LED 350/2x9W
• colour appearance ww (warm white)
• supply cable 1,8m with LED 350 plug

 600 g

205 020 115 04 Spacer ring (K 199)  chrome • reduces the installation depth to 12mm  6 g

205 020 115 06 Spacer ring (K 199)  matt chrome  6 g

205 020 115 08 Spacer ring (K 199)  stainless steel  6 g

515 000 380 04 Mounting ring (K 200)  chrome • incl. screws  17 g

515 000 380 06 Mounting ring (K 200)  matt chrome  17 g

515 000 380 08 Mounting ring (K 200)  stainless steel  17 g

615 000 301 01 Mounting spring ARF 68/78/Q LED

• for mounting in lightweight design 
    ceilings  24 g

222 010 102 12 Tungsten carbide hole saw D=78mm 
• incl. 10mm adapter / for wood up to
   30mm  470 g

215 250 610 01 LED 350 connecting cable 1m  12 g

215 250 620 01 LED 350 connecting cable 2m  20 g

615 003 009 01
Transformer LED 350/9W
3-way distributor with ferrules

• for 1 – 2 ARF-Q LED 
   (further information on page 128) 155 g

615 003 009 03
Transformer LED 350/9W 
3-way distributor with Euro plug

175 g

615 003 009 23
Transformer LED 350/2x9W
2x3-way distributor with Euro plug

• for 2 – 4 ARF-Q LED 
   (further information on page 129)

220 g

no minimum 
clearance 

Fluorescent
Halogen

LED

NEW
NEW

NEW
NEW
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LED Floor

Application: special lighting solution for floors in homes and businesses

Connection: LED-transformer DC 24V

Lamp: extremely long-life 9 x 0.1W LEDs, ø life 50,000 hours

Energy efficiency: satisfactory, 10lm/W (cw)

Colour rendering: satisfactory, Ra = 70,

Special features: recessed in laminated floors and timber floors (only 7mm recess depth); chemically tempered 

 3mm glass cover capable of bearing up to 200kg; casing with anodised aluminium decor ring; 

 the luminaires can be connected in rows using connecting cable (no radial wiring needed); 

 dimmer as an optional extra.

Extra Flat LED Recessed Floor Light
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LED Floor – the lighting system for atmospheric accents. For laminated or timber fl oors. 
Diffused illumination without UV rays. Modern recessed luminaire for highlighting walls, 
furniture or architectural features.

LED Floor Fluorescent
Halogen

LED

Article No. Description Illustration Features Approx. weight

610 010 210 17 LED Floor  1W  anodised aluminium

•  light colour cw (cool white)

 60 g

215 240 505 01 FL 45 connecting cable 0.5m  5 g

215 240 510 01 FL 45 connecting cable 1m  10 g

215 240 520 01 FL 45 connecting cable 2m  20 g

615 003 007 03
Transformer LED24/15W with 2m 
connecting cable to fi rst luminaire

• mains cable 2m with Euro plug

 160 g

506 180 101 01
Dimmer LED Floor with connecting cables 
0.2m

• is connected between transformer and 
 1st LED Floor

 65 g

no minimum 
clearance
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