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LED Twin-Stick

60°

Application:  surface-mounted luminaire for furniture and showcases containing heat-sensitive products

Connection:  LED-transformer DC 24V

Lamp:  extremely long-life 70 mW LED, ø life 30,000 hours 

Energy efficiency:  good, ww: 45lm/W; cw: 50lm/W

Colour rendering:  good, ww: Ra = 90;  cw:  Ra = 80

Special features: no UV rays; maximum 36W or 2,4m in a light strip

Small, twin plug-in LED stick

no minimum
clearance 
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LED Twin-Stick

Article No. Description Illustration Features Approx. weight

202 021 212 01 LED Twin-Stick  200mm  48 LED  3,0W • colour appearance cw (cool white)  38 g

202 021 213 01 LED Twin-Stick  300mm  72 LED  4,4W  50 g

202 021 212 02 LED Twin-Stick  200mm  48 LED  3,0W • colour appearance ww (warm white)  38 g

202 021 213 02 LED Twin-Stick  300mm  72 LED  4,4W  50 g

215 270 625 02 Supply cable LED Twin-Stick   2500mm
• connection between transformer and
    fi rst Stick  40 g

215 270 000 11 Corner tension joint LED Twin-Stick  left • connection between two Twin-Sticks  2 g

215 270 000 12 Corner tension joint LED Twin-Stick  right  2 g

215 270 600 02 Connecting cable LED Twin-Stick     30 mm • connection between two Twin-Sticks  5 g

215 270 610 02 Connecting cable LED Twin-Stick 1000 mm  21 g

202 040 107 02 Mounting clip LED Twin-Stick
• included with Stick
• incl. 2 screws and 2 adhesive strips  4 g

203 012 801 10
Cover profi le LED Stick  1000mm slightly 
matt

• to cover the milled groove 
• material PC  47 g

203 012 801 54 Cover profi le LED Stick  5400mm roll  255 g

202 040 107 12
Mounting clip LED Twin-Stick for cover 
profi le

• set of 2 for groove with cover profi le
 2 g

206 040 011 01 LED transformer LED 24/15W DC 24V • mains cable 2m or 1,8m (60W) with
    Euro plug
• with 12-way distributor
• further information from page 131

 167 g

206 040 012 01 LED transformer LED 24/30W DC 24V  250 g

615 003 006 02 LED transformer LED 24/60W DC 24V  355 g

615 003 007 02
LED transformer LED 24/15W DC 24V 
dimmable

• mains cable 2m with Euro plug
• dimmable (1-10V)
• dimmer cable 0,3m mit Mini AMP-plug
• further information from page 131

 200 g

615 003 008 02
LED transformer LED 24/30W DC 24V 
dimmable

 285 g

506 180 401 01 Mounting dimmer switch (1-10V)
• dimmer cable 2m with Mini AMP-socket
• other dimmer page 142  95 g

610 010 800 01 LED Flat-Stick   250mm     3,0W • supply cable 2,5m
• Anodised aluminium
• colour appearance ww (warm white)

 135 g

610 010 801 01 LED Flat-Stick   350mm     4,4W  165 g

610 010 806 01 LED Flat-Stick   450mm     6,0W  195 g

610 010 802 01 LED Flat-Stick   550mm     7,4W  225 g

610 010 803 01 LED Flat-Stick   850mm   11,8W  310 g

610 010 805 01 LED Flat-Stick 1150mm   16,2W  400 g

610 010 800 02 LED Flat-Stick   250mm     3,0W • supply cable 2,5m
• Anodised aluminium
• colour appearance cw (cool white)

 135 g

610 010 801 02 LED Flat-Stick   350mm     4,4W  165 g

610 010 802 02 LED Flat-Stick   550mm     7,4W  225 g

610 010 803 02 LED Flat-Stick   850mm   11,8W  310 g

610 010 804 02 LED Flat-Stick   950mm   13,2W  340 g

610 010 805 02 LED Flat-Stick 1150mm   16,2W  400 g

213 060 000 20 Flat hinge Set  0-180° tilt
• for LED Flat-Stick and LED Flatlight

 13 g

Fluorescent
LED
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LED Flexlight

Application: special reading light for living room/bedroom

Connection: LED-transformer DC 350mA

Lamp: extremely long-life 1 x 1W power-LED, ø life 50,000 hours

Energy efficiency: good, approx. 60lm/W 

Colour rendering: good, Ra = 90

Special features: no UV rays; available in ”warm white“; general diffused illumination with low power consumption.

LED Bedside Reading Luminaire 

 Article No. Description Features Approx. weight

610 005 213 56 Flexl. LED Cone with thread M8x1  25mm long • supply cable 1.3m with LED 350 plug
• matt chrome version with switch on request
• colour appearance ww (warm white)

 240 g

610 005 210 46 Flexl. LED  Cone with arm left  340 g

610 005 210 56 Flexl. LED  Cone with arm right  340 g

220 990 403 02 Screw-on bracket 25mm high • for M8x1 thread  20 g

215 250 610 01 LED 350 connecting cable 1m  12 g

215 250 620 01 LED 350 connecting cable 2m  20 g

615 003 009 01 Transformer LED 350/9W 3-way distributor with ferrules •  for 1 –3 Flexl. LED (further information on page 128) 155 g

615 003 009 03 Transformer LED 350/9W 3-way distributor with Euro plug  175 g

506 110 303 11 EBS-4 D with 1m ferrules  + 1m ferrules • sensor cable 2m with ring terminal M4 for Flexl. LED with arm
 (further information on page 139)

135 g

506 110 301 01 EBS-4 D with 1m Euro plug + 0.3m Euro coupling  150 g

214 021 001 26 Sensor cable with ring terminal M8  • for Flexl. LED with thread M8x1  25 g

LED-Flexlight – the adjustable surface-mounted reading lamp which provides light exactly 
where it‘s needed. The fl exible arm should be mounted vertical and bend in centre to have 
the full length of the arm as bending radius. Do not fall below a bending radius of 80mm 
because the fl exible arm can be irraparable damaged. Includes 1 W power-LED.no minimum 

clearance

1)

1) Version on request

Fluorescent
LED

NEW
NEW
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LED Flex-Sensor

Application: ideal for living areas, hotels, hospitals and rest homes

Connection: LED-transformer DC 12V

Lamp: extremely long-life 3 x 1W power–LEDs, ø life 50,000 hours

Energy efficiency: good, 28lm/W 

Colour rendering: good, Ra = 90

Special features: dimmable red LED as orientation light; increased security in dark spaces; touch-less 

 operation with sensor-controlled infrared switch.

 Article No. Description Features Approx. weight

610 010 520 06 LED Flex sensor 3x1W ww (warm white) matt chrome • supply cable 1.3m with Mini AMP plug included loose  310 g

615 003 004 02 Transformer PTDC/10/12V 3-way distributor  • mains cable 1.8m with Euro plug  150 g

LED Bedside Reading Luminaire with Sensor Switch

LED Flex-Sensor – reading lamp with orientation light as extra function. The helpful light 
source for dark spaces. With integrated brightness control. Ideal for hotels, hospitals and 
rest homes. Extremely simple operation with sensor for touch-less control of the luminaire. 
Flexible tube can be adjusted as desired. High luminous power due to three 1 W power–
LEDs in large, 70 mm luminaire head.

no minimum 
clearance

Fluorescent
LED
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LED Point

Application: discreet illumination for jewellery display shelves and showcases

Connection: LED-transformer DC 350mA

Lamp: extremely long-life 1 x 1W power LEDs, ø life 50,000 hours

Energy efficiency: good, ww: 60lm/W; cw: 80lm/W

Colour rendering: ww: good, Ra = 90; cw: satisfactory, Ra = 70

Special features: narrow beam angle of 10°; no UV rays; quality crafted all-metal body; easily mounted with 

 M 8 x 1 thread.

Rotate and Swivel LED Spotlight

 Article No. Description Features Approx. weight

610 010 410 16 LED Point  1W   cw  (cool white) • supply cable 1.8m with LED 350 plug
• matt chrome

 70 g

610 010 420 16 LED Point  1W  ww  (warm white)  70 g

215 250 610 01 LED 350 connecting cable 1m  12 g

215 250 620 01 LED 350 connecting cable 2m  20 g

615 003 009 01 Transformer LED 350/9W 3-way distributor with ferrules • for 1 – 3 LED Point (further information on page 128)  155 g

615 003 009 03 Transformer LED 350/9W 3-way distributor with Euro plug  175 g

615 003 009 02 Transformer LED 350/9W 9-way distributor with ferrules • for 4 – 9 LED Point (further information on page 128) 170 g

615 003 009 04 Transformer LED 350/9W 9-way distributor with Euro plug  190 g

LED Point – very small, very versatile LED luminaire. Ideal for highlighting dainty items. Special-
ly designed to suit shelves, showcases and display cases for watches and jewellery. Accurate 
illumination due to 10° beam angle. Luminaire head with turn/tilt joint (approx. 360° turn and 
90° swivel) for exact positioning. For use in living areas and shops, particularly watchmakers 
and jewellers.

no minimum 
clearance

Fluorescent
LED

NEW
NEW
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LED ON TOP

Application: individual combined luminaire for showcases

Connection: LED-transformer DC 350mA

Lamp: extremely long-life 1 x 1W power LEDs, ø life 50,000 hours

Energy efficiency: good, ww: 60lm/W; cw: 80lm/W  

Colour rendering: ww: good, Ra = 80; cw: satisfactory, Ra = 75

Special features: minimal power consumption; no UV-rays; up to 9 LED elements pluggable; 360° rotatable

 and swivellable by 45° downward 

Pluggable  LED Luminaire for Showcases

25°

Fluorescent
LED

 Article No. Description Features Approx. weight

202 023 703 01 LED ON TOP 1W cw • light colour ww (warm white) or cw (cool white)
• black

 45 g

202 023 704 01 LED ON TOP 1W ww  45 g

202 023 701 01 LED ON TOP feeder element
• supply cable 1.8m with LED 350 plug
• incl. end cap 55 g

202 023 702 01 LED ON TOP dummy element

615 003 009 01 Transformer LED 350/9W 3-way distributor with ferrules • for 1 – 3 feeder elements (further information on page 128)  155 g

615 003 009 03 Transformer LED 350/9W 3-way distributor with Euro plug  175 g

615 003 009 02 Transformer LED 350/9W 9-way distributor with ferrules • for 4 – 9 feeder elements (further information on page 128) 170 g

615 003 009 04 Transformer LED 350/9W 9-way distributor with Euro plug  190 g
NEW
NEW

Very small, very versatil LED spotlight. Especially desgned to suit showcases. 
Accurate illumination due to a narrow beam angle. Luminaire head with turn/
tilt joint with approx. 360° turn and 45° swivel exact positioning.


